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§430.74

SUBPART G

[BPT effluent limitations for mechanical pulp facilities where pulp and paper at groundwood mills are produced through the
application of the thermo-mechanical process]

Pollutant or pollutant property

Kg/kkg (or pounds per 1,000 Ib) of
product

Continuous dischargers
Non-contin-
Average of uous dis-
Maximum daily values chargers

for any 1 for 30 con- (annual
day secutive average)
days
ZINC ettt bbbttt b bbbttt 0.26 0.13 0.09

SUBPART G

[BPT effluent limitations for mechanical pulp facilities where the integrated production of pulp and coarse paper, molded pulp
products, and newsprint at groundwood mills occurs]

Pollutant or pollutant property

Kg/kkg (or pounds per 1,000 Ib) of
product

Continuous dischargers

Non-contin-
) Average of uous dis-
Maximum | daily values chargers

for any 1 for 30 con- (annual
day secutive average)
days
ZNC ettt 0.30 0.15 0.10

SUBPART G

[BPT effluent limitations for mechanical pulp facilities where the integrated production of pulp and fine paper at groundwood mills
occurs]

Pollutant or pollutant property

Kg/kkg (or pounds per 1,000 Ib) of
product

Continuous dischargers
Non-contin-
Average of uous dis-
Maximum | daily values chargers

for any 1 for 30 con- (annual
day secutive average)
days
ZNC ettt ettt 0.275 0.135 0.090

§430.73 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology (BCT).

(a)(1) The following applies to: me-
chanical pulp facilities where the inte-
grated production of pulp and coarse
paper, molded pulp products, and news-
print at groundwood mills occurs; and
mechanical pulp facilities where the
integrated production of pulp and fine
paper at groundwood mills occurs:

(2) Except as provided in 40 CFR
125.30 through 125.32, any existing point
source subject to this subpart shall
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-

cation of the best conventional pollut-
ant control technology (BCT): The lim-
itations shall be the same as those
specified for conventional pollutants
(which are defined in 40 CFR 401.16) in
§430.72 of this subpart for the best prac-
ticable control technology currently
available (BPT).

(b) [Reserved]

§430.74 Effluent limitations rep-
resenting the degree of effluent re-
duction attainable by the applica-
tion of the best available tech-
nology economically achievable
(BAT).

(a) The following applies to mechan-
ical pulp facilities where pulp and
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